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DESIGN SPECIFICATIONS  MODEL TC-12 MODEL TC-18 MODEL TC-24 MODEL TC-30

Belt 12” Wide, 1” x 1” Mesh 18” Wide, 1” x 1” Mesh 24” Wide, 1” x 1” Mesh 30” Wide, 1” x 1” Mesh
Tunnel Opening 12” Wide x 12” High 18” Wide x 18” High 24” Wide x 18” High 30” Wide x 24” High
Conveyor Elevation 39” 39” 39” 39”
Wash Stage 50 GPM @ 30 PSI 75 GPM @ 30 PSI 100 GPM @ 30 PSI 125 GPM @ 30 PSI
Wash Stage Tank Capacity 150 Gallons 225 Gallons 300 Gallons 375 Gallons
Wash Stage Solution Heat - 
Electric 140°F - 36 Kw 140° F - 55 Kw  140° F - 72 Kw 140° F - 90 Kw

Blow-Off Fan 1,200 CFM @ 30” SP 1,800 CFM @ 30” SP 2,400 CFM @ 30” SP 3,000 CFM @ 30” SP
Automatic Water Make Up Electro-Mech. Valve Electro-Mech. Valve Electro-Mech.Valve Electro-Mech Valve
Water Connection 1 1/2” NPT 1 1/2” NPT 1 1/2” NPT 1 1/2” NPT
Drain Connection 2”  NPT 2” NPT 3” NPT 3” NPT
Overflow Connection 1 ½” NPT 1 ½” NPT 1 ½” NPT 1 ½” NPT
Exhaust Connection 12” Diameter 12” Diameter 15” Diameter 15” Diameter
Machine Footprint 4’-6” W, 5’-0” H, 14’-6” L 5’-0” W, 5’-6” H, 14’-6” L 5’-6” W, 5’-6” H, 14’-6” L 6’-0” W, 6’-0” H, 14’-6” L
Approx. Ship Weight 2,500 lbs. 3,400 lbs. 3,900 lbs. 4,400 lbs.
Approx. Water Consumption 1.5 GPH 2.25 GPH 3 GPH 3.75 GPH
Electrical 460-480/3/60 460-480/3/60 460-480/3/60 460-480/3/60

AVAILABLE OPTIONS MODEL TC-12 MODEL TC-18 MODEL TC-24 MODEL TC-30

Blow-Off Heat - Electric 180° F - 24 Kw 180° F - 30 Kw 180° F - 40 Kw 180° F - 48 Kw
Additional  Stage 25 GPM @ 30 PSI 40 GPM @ 30 PSI 50 GPM @ 30 PSI 75 GPM @ 40 PSI
*Addl. Stage Tank Capacity 75 Gallons 120 Gallons 150 Gallons 225 Gallons
Addl. Stage Solution Temp - 
Electric 140° F - 30 Kw 140° F - 30 Kw 140° F - 36 Kw 140° F - 55 Kw

Wash Stage Filtration Bag Type, 250 Micron Bag Type, 250 Micron Bag Type, 250 Micron Bag Type, 250 Micron
Rinse Stage Filtration Bag Type, 100 Micron Bag Type, 100 Micron Bag Type, 100 Micron Bag Type, 100 Micron
Tubeaxial Exhaust 700 CFM @ 0.75” SP 1350 CFM @ 0.75” SP 1800 CFM @ 0.75” SP 2750 CFM @ 0.75” SP
**Mist Eliminator Exhaust 700 CFM @ 0.75” SP 1350 CFM @ 0.75” SP 1800 CFM @ 0.75” SP 2750 CFM @ 0.75” SP
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